Planteuse de
bulbes




Planteuse de bulbes
Hautes précision et

performances.
Les planteuses JJBROCH sont désignées avec un 4 R
systeme de pinces individuelles pour une facile
adaptation a tous les types de bulbes. B
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A. Cuilléres du prise de bulbes.
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C. Compactage de bulbes (option).
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D. Hauter réglable de roues d " entrai-
nement (option)

CARACTERISTQUES BUL-2 BUL-3 BUL-4 BUL-5 BUL-6 BUL-7 BUL-8

N° de rangs 2 3 4 5 6 7 8

Distance entre les rangs (cm) 20 20 20 20 20 20 20

Capacité de trémiel(l) 100 185 280 350 450 525 600

Capacité de travail (8 heurs] 1 Ha 1,5 Ha 2 Ha 25 Ha 3 Ha 1.2 Ha 2,2 Ha E. Disques de plantation. F. Profondeur réglable de plantation .
Poids (kg) 250 375 560 720 840 875 960

Puissance (HP) 40 55 70 75 80 85 90



Our materialis produced in accordance with the European Machinery Directive in the member states of the European Union. Technical specification may alter without prior notice, some
photographsmayshowoptionalequipment.Wereservetherighttochangeanydesigns,specificationsormaterialslistedwithoutfurthernotice-ImpresoenEspafia-Copyright JJBROCH2012
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JJ Broch
Supply Gawrlic Technology
Arganda del Rey - Madrid (Spain)
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